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Research Institute for 

Coating Materials, 

Façade Systems and 

Healthy Living Test report no. 2702 

Customer: DAW SE Quality notification: 200003121 

 Roßdörfer Str. 50 Order date: 13.12.2023 

 64372 Ober-Ramstadt Report date: 09.02.2024 

  Scope: 4 Pages 

Test item: Samtex 7 B1 ELF 

Number of samples: 1 

Subject of the order or 

test objective: 

Resistance to disinfectants 

Test basis: PV 206:2022-10 
 

Laboratory: RMI Messtechnik Test period: 13.12.2023- 

Location of 

performance: 

Dr. Robert-Murjahn-

Institut 

 01.02.2024 

 Industriestraße 12 Sample receipt: 13.12.2023  

 64372 Ober-Ramstadt 

Results: See Appendix 

Notes:    

This test report contains (1) appendices which are part of the report. 

The test results relate exclusively to the samples investigated. 

Extracts of this certificate may only be published with written permission of Dr. Robert-Murjahn-Institut. 

Ober-Ramstadt, 09.02.2024                Ober-Ramstadt, 09.02.2024 

 

 

b.o. Dustin Dinse      b.o. Karla Kovacs-Thomka 
Laboratory Manager       Technician 

Testing of coating materials      Testing of coating materials 
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Appendix 1 to Test report no. 2702 

1. Samples 

Table1: Overview of all samples considered in this test report. 

Laboratory 

sample 

Sample description Sample 

amount 

Reception Remarks 

800021343-

800021466 

Samtex 7 

Chiffre: YU-1267 

1 kg 13.12.2023  1) 2) 3) 

1) There was no further information about the samples. 

2) RMI received the samples externally defect-free. 

3) The sample was provided by the customer. 

 

2. Testing procedure / Topic 

Table 2: Overview of all testing procedure. 

No

. 

Testing Test basis Accreditation 

1 Resistance to disinfectants PV 206:2022-10 - 

 

3. Testing matrix 

Table 3: Testing matrix 

 Testing 

Samples 1              

800021343-800021466 X              
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4. Results 

The tests were carried out in the premises of the Dr. Robert-Murjahn-Institut. 

4.1 Test results from sample 1: 800021343-800021466 

Table 4: Test results 

No. Disinfectant Rating Classification 

1 Amocid® 0 Resistant 

2 Chloramin T Trihydrate 1 Resistant 

3 Dismozon® pur 0 Resistant 

4 Incidin® liquid 2 Not resistant 

5 Antifect® extra 0 Resistant 

6 Microbac® forte 1 Resistant 

7 Water 0 Resistant 

 

5. Test execution 

5.1 Resistance to disinfectants 

Test equipment:  abrasion tester: model 1720, Elcometer 

 

The determination was carried out according to RMI PV 206:2022-10.  

A single measurement was carried out. 

 

The following disinfectants were tested in the highest dosage recommendation: 

Table 5: Test results 

Disinfectant Dosage [%] Drug class 

Amocid® 5 phenols 

Chloramin T Trihydrate 2.5 org. chlorine compounds 

Dismozon® pur 4 peroxide compounds 

Incidin® liquid 100 alcohols 

Antifect® extra 2.5 aldehydes 

Microbac® forte 2.5 amines 

Water 0 Resistant 
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In addition, demineralized water was also tested. 

The used disinfectants are either on the list of by Robert-Koch-Institut (RKI) tested and recognized 

disinfectants (Bundesgesundheitsblatt -2017 · 60:1274–1297; 17. Edition from 31.10.2017) or are 

recognized by the “Deutschen Gesellschaft für Hygiene und Mikrobiologie (DGHM)” (VAH-list, online 

list from 09.02.2024). 

The determination simulates the mechanical cleaning of a surface with a sponge. The sample is fixed 

on a wet scrub resistance tester according to DIN EN ISO 11998, the disinfectant solution is applied 

on the sample with a brush and the sample is scrubbed 40 cycles with a sponge soaked in 

disinfectant solution. After scrubbing no cleaning takes place so that the disinfectant solution is 

drying on the surface. 

The changes in appearance are classified after 7 days of drying according to DIN EN ISO 4628-1:2016-

07 table 3. For classification the disinfectant was removed with a wet sponge. The sample is classified 

as resistant to the tested disinfectant when a rating of 0 or 1 is achieved.  

 


